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 Previous sealer in tank? 
	  

New Steel or 
Aluminium Tank 
	  

Rusted Steel or 
Corroded 

Aluminium Tank 
	  

Fiberglass 
Tank 

	  

 
Wash out w/AquaKlean 

solution & rinse with water. 
Repeat if necessary. 

 IMPORTANT: Upon complete interior 
coverage, tip tank & allow drainage of ALL 

excess sealer. 

 

 PROJECT COMPLETED! 

OR OR 

Chemically strip out old 
sealer. Try KBS Paint 

Stripper. 
 NO 

YES 

Steel or Aluminium 
	  

STEP 1 
	  

 
Rusted Steel 

w/failing old sealer 
	  

OR 

 Drain fuel from tank & remove 
from vehicle 

 Tank material? 
	  

 
Pour in RustBlast & slosh inside 
of tank for approx. 2 mins. Drain 
& rinse thoroughly with water. 

STEP 2 
	  

 
Pour in RustBlast & keep inside 

of tank wet for a minimum of 
30mins. Drain & rinse thoroughly 

with water. 

STEP 2 
	  

Fiberglass 
	  

Allow tank to thoroughly dry 

 
1.Stir Gold Standard Tank Sealer 
thoroughly & pour into tank. 
2.Roll & rotate tank to ensure complete 
interior surface coverage with sealer. 

STEP 3 
	  

Allow tank to dry for at lease 96 hours (4 
days) before adding fuel. Consult with 

KBS Representative as needed. 

*This Flow Chart is meant to be a general application 
guideline only and does not cover every application 
or environmental situation. If you have remaining 
questions or concerns, please call us for technical 
assistance. 1800 80 90 36.	  


